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ZERTIFIKAT e CERTIFICATE

Product Service

Attestation of Conformity
No. MS8A 18 01 99693 001

Holder of Certificate: DAELIM STARLET CO., LTD.
34, Okgucheondong-ro
Siheung-si, Gyeonggi-do 15101
REPUBLIC OF KOREA

Product: Electrical Machinery
(Infrared Rays Dyeing Machine)

This Attestation of Conformity is issued on a voluntary basis according to Council Directive
2006/42/EC relating to machinery. It confirms that the listed equipment (not Annex IV equipment)
complies with the principal protection reguirements of the directive. It refers only to the sample
submitted to TUV SUD Product Service GmbH for testing and certification. See also notes
overieaf,

Test report no.: MAEBQ1034817

Date, 2018-01-15 { Ro-Hyun Park )

declaration of conformity the required CE marking can be affixed on the product.

c € After preparation of the necessary technical documentation as well as the EC
Other relevant directives have to be observed.
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ZERTIFIKAT ¢ CERTIFICATE ¢

Attestation of Conformity
No. MBS8A 18 01 99693 001

Model(s):

Parameters:

Tested according to:
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TUV SUD Product Service GmbH - Zertifizierstelle -

DL-6000P/S-1, DL-6000P/S-3,
DL-6000P/S-B3, DL-6000P/S-BP3,
DL-6000P/S-D3, DL-6000P/S-DB3,
DL-6000P/S-GD, DL-6000P/S-PT

Rated input voltage:
Rated input current :
Rated Frequency :
Protection Class :
Weight :

DL-8000P/S-3

220-230 Va.c,, 1 Phase
18 A

50/60 Hz

1

160 kg

DL-6000P/S-BP3
220-230 Va.c.,, 1 Phase
36A

50/60 Hz

|

200 kg

DL-B000P/S-DB3
220-230Va.c, 1 Phase
27 A

50/60 Hz

|

180 kg

DL-B000P/S-PT
220-230 Va.c., 1 Phase
18 A

50/60 Hz

180 kg

EN ISO 12100:2010

EN 60204-1:2006/A1:2009

EN ISO 11111-1:2016

DL-6000P/S-1

220-230 Va.c., 1 Phase
18A

50/60 Hz

|

150 kg

DL-6000P/S-B3
220-230 Va.c., 1 Phase
27T A

50/60 Hz

180 kg

DL-6C00P/S-D3
220-230 Va.c., 1 Phase
18 A

50/60 Hz

I

160 kg

DL-6000P/S-GD
220-230 Va.c., 1 Phase
18 A

50/60 Hz

|

160 kg

EN ISO 11111-7:2005/A1:2008

Ridlerstrale 65 - 80339 Miinchen -

Product Service

Germany



